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*Notes:  1. Maximum of 4 monitors per call button. 

Daisy Chain Shown – Use CDV-DBC4A for Star Configuration

NOTE: Max distance from DBC4A to Device is 40m using 
Belden specified cable or 30m using cat5e

2. Cat5E can only be used for a maximum of 2 

monitors. 

2 Easy 1 & 2 User (Kit) Cable & Distance Specifications

Cable Type A Max 

B Max 
<2 

Internal 
Monitors 

B Max 
<8* 

Internal 
monitors 

Belden 9740 – 1 Twisted Pair 0.79mm2 

60m 100 40m 

Belden 8471 – 1 Twisted Pair 1.34mm2 

80m 120m 60m 

CAT5e – 4 Twisted Pairs 0.2mm2 

IMPORTANT: ALL STRIPES AND ALL SOLIDS  USED FOR 
EACH BUS-LINE 40m 40m N/A 

 

Cable Type A Max 

B Max 
<2 

Internal 
Monitors 

B Max 
<8* 

Internal 
monitors 

Belden 9740 – 1 Twisted Pair 0.79mm2 

60m 100 40m 

Belden 8471 – 1 Twisted Pair 1.34mm2 

80m 120m 60m 

CAT5e – 4 Twisted Pairs 0.2mm2 

IMPORTANT: ALL STRIPES AND ALL SOLIDS  USED FOR 
EACH BUS-LINE 40m 40m N/A 
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